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Grade 100 Allny Chain Recommended for overhead lifing applications

«  Alloy Steel.
+  Heat Treated.

+  25% stronger than Grade 80 Alloy Chain.

»  Permanently embossed with CG (Crosby Group) and 10 (Grade).

+ Finish - Black rust preventative coating.
= Meets ASTM AST3 for Grade 100 chain

+  Proof Tested at minimum 2 times the Working Load Limit with cerification.
*  Standard container;

= 9f32" 1o 58" in fiber drum

= 34" to 1-1/4" in wooden crate

Chain Size Working Maximum Maximum Maximum Weight
Gr. 100 Feet Material Load Inside Inside Length Per

Drum Per Size Limit Length Width 100 Links 100 Feat
(in) {mim) Stock No. | Drum / Crate (in) (Ib)* (in) (i) (i) (k)
D32 (1/4) T 273rio 500 2TE 4300 BT A2 a0 75
SHE B 273r2a 500 M3 5700 1.01 43 100 13
s 10 273ras 500 304 B30 1.23 .58 125 148
12 13 273747 300 512 15000 157 J7 164 249
518 16 273756 200 630 22600 1.93 .80 202 378
a4 20 12100680 164 827 35300 243 88 243 BET
e 22 1210065 164 945 46300 280 1.26 280 BEE
1 26 1210070 164 1.06 58800 316 123 316 1102
1-1/4 a2 1210075 B2 1.34 00400 330 173 aBg 1745

* Proof tested at minimum 2 fimes Working Load Limit. Uliimate Load is 4 times the Working, Load Limit.




